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INTRODUCTION

CEMECO PLAST is a curing free cement based plaster mortar, which is a dry mix 
of high quality sand, M sand and special types of super admixtures. Adding 
water in the right proportion makes it  a strong and quick-drying plaster mortar. 
The special substance added to it gives the mixture a firm grip, control against 
cracking or falling from the wall.

CEMECO PLAST is suitable for masonry, civil repair, interior and exterior walls 
and ceilings plaster. It can be easily used on bricks, cement blocks, stone wall 
and concrete surface.

KEY FEATURES

CURING
FREE

READY
TO USE

TIME &
LABOUR
SAVING

STRONG AND
FINE FINISHING



19 sq. ft. (at 12 mm thickness)

16 sq. ft. (at 15 mm thickness)

13 sq. ft. (at 18 mm thickness)

11 sq. ft. (at 20 mm thickness)

OTHER INFORMATION

APPROX COVERAGE IN 40KG BAG

Blending Quality

Cracks

Main Binder

Finishing

Quality

Rebound loss

Uniform Mix

Zero Cracks

PPC (Portland pozzolana cement)

Flat and Uniform

Superior

Minimum Wastage (3%-5%)
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Disclaimer : These instructions and recommendations define the material and the method of use but cannot be considered as a substitute for the skills, training and qualifications of 

the contractor.In addition to these recommendations, the requirements of the building/road regulations, the recommendations of the appliance manufacturer and general health & 

safety considerations may be applicable.The company guarantees the quality of the products but has no control over the way in which the products are used. If there is any doubt 

the customer is advised to carry out his own trials of the materials before starting the work.


