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INTRODUCTION

KEY FEATURES

TECHNOFIL is a proprietary blend of minerals and inorganic polymers with 
non shrink properties used for crack filling up to 15mm wide cracks in 
concrete, masonry and plasterd surfaces. 

It is a single component powder that is water activated. It does not contain 
any Portland Cement or Resin.

TECHNOFIL

QUICK 
SETTING

HIGH 
STRENGTH

PREVENTS
FURTHER

CRACK
PROPAGATION  

REPAIRED 
SURFACE CAN
BE PAINTED 

 AFTER 1 HOUR



OTHER INFORMATION

USES/APPLICATIONS

Splitting Tensile Strength in 28 Days

Shrinkage

Open Porosity

Unit Weight

Flexural Strength  in 24 hours

3.5 MPa

6 MPa

None

Less than 1%

2170 kg/m3

Horizontal and Vertical surfaces

Interior and Exterior applications

Instant crack filling and repair up to 15mm Width

Crack filling in concrete, Masony & plaster surfaces 
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Disclaimer : These instructions and recommendations define the material and the method of use but cannot be considered as a substitute for the skills, training and qualifications of 

the contractor.In addition to these recommendations, the requirements of the building/road regulations, the recommendations of the appliance manufacturer and general health & 

safety considerations may be applicable.The company guarantees the quality of the products but has no control over the way in which the products are used. If there is any doubt 

the customer is advised to carry out his own trials of the materials before starting the work.


